¢ United Global Enterprises

Finest Quality in Energy Efficient Lighting Products

Complete with 1.8M
flex and plug

Model Number

UOWO018-LED100WH-BLK

UOWO018-LED150WH-BLK

UOWO018-LED200WH-BLK

Power Consumption 100W 150W 200W
Colour Temperature 5500K 5500K 5500K
Trim Colour Black Black Black
Beam Angle 120° 120° 120°

LED Quantity 100pcs 140pcs 200pcs
LED Chip CREE SMD3030 CREE SMD3030 CREE SMD3030
IP Rated IP65 IP65 IP65
Input Voltage AC 100-277V AC 100-277V AC 100-277V
Lumens Output 10000Im 15000Im 20000Im

Life Span 50,000 hours 50,000 hours 50,000 hours
Dimension (mm) L320 x W250 x P158 |L397 x W310 x P158 L397 x W310 x P158
Net Weight 7kg 9.3kg 9.8kg
Warranty 2 Years 2 Years 2 Years

Replacement

250W Metal Halide

400W Metal Halide

450W Metal Halide

FEATURES:

. High brightness with high power LED chips
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. Complete with 1.8 meter flex and three pin plug

. Aluminium housing

. High purity Aluminium reflector
. Operation temperature: -20°C ~ 40°C
. Black/Silver waterproof die-cast Aluminium body with robust

powder coating

. Complete with 1.8 meter flex and three pin plug

Model Number

UOWO019-LED10W

UOWO019-LED20W

UOWO019-LED30W

UOWO018-LEDSOW

Power Consumption 10W 20W 30W 50W
Colour Temperature 3000K & 5500K 3000K & 5500K 3000K & 5500K 3000K & 5500K
Trim Colour Black & Silver Black & Silver Black & Silver Black & Silver
Beam Angle 120° 120° 120° 120°
Lamp Life 50,000 hrs 50,000 hrs 50,000 hrs 50,000 hrs
IP Rated IP65 IP65 IP65 IP65
Input Voltage AC85-265V AC85-265V AC85-265V ACB85-265V
Lumens Output 700-800Im 1500-1600Im 2300-2400lm 5000Im
CRI >70 >70 >70 >70
Dimension (mm) L115 x W85 x P105 | L180 x W140 x P130 | L180 x W140 x P130 | L285 x W235 x P170
Safety Certificates CE/SAA CE/SAA CE/SAA CE/SAA
Warranty 2 Years 2 Years 2 Years 2 Years
Replacement 90W Halogen 150W Halogen 200W Halogen 350W Halogen
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